
Material: Terminal:  Alloy A1. EN‐755 (similar to ASTMB221). Cable: Aluminium. Bolt: ASTM A325 and Stainless steel. 

Steel Parts finish: Hot dip galvanising ASTM A153.  Nut: ASTM 563.

Tightening  Weight

L Torque (ftlb)  (lb) 

CC1TT‐120x1000‐1/2  39,37 20 0,95

CC1TT‐120x1200‐3/8 47,24 20 0,99

CC1TT‐120x2000‐1/2 78,74 20 1,87

NOTE: Special fasteners upon request.

Material: Terminal:  Alloy A1. EN‐755 (similar to ASTMB221). Cable: Aluminium. Bolt: ASTM A325 and Stainless steel. 

Steel Parts finish: Hot dip galvanising ASTM A153.  Nut: ASTM 563.

Tightening  Weight

L C D Torque (ftlb)  (lb) 

CC2TT‐120x1200‐5/8‐1/2  47,24 1/2 5/8 20 0,99

CC2TT‐120x1200‐5/8‐3/8 47,24 3/8 5/8 20 0,99

CC2TT‐120x1200‐1/2‐3/8 47,24 3/8 1/2 20 0,99

NOTE: Special fasteners upon request.

Material: Terminal:  Copper. Cable: Tinned copper. Bolt: ASTM A325 and Stainless steel. 

Steel Parts finish: Hot dip galvanising ASTM A153.  Nut: ASTM 563.

Tightening  Weight

L Torque (ftlb)  (lb) 

CC1TT‐CU‐95x1500‐1/2  59 20 1,43

NOTE: Special fasteners upon request.
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